Discover our all-rounder FlyMarker® mini 120/45

- Only 3.2 kg (incl. battery)
- Attractive price-performance ratio
- Marking area 120 mm x 45 mm

www.flymarker.com
**Benefits at a glance**

- Attractive price-performance ratio
- Integrated controller (All-In-One)
- Integrated user-friendly keyboard mat with numeric keys
- Switchable LED lighting of the marking field
- Pollution protected electronics
- Drag chain guided electric cables
- Protected interfaces
- One or two-handed operation

**Marking area (x/y)**

65 x 30 mm

**Available character heights**

1.0 to 29.9 mm

**Fonts**

Medium spaced lettering similar to DIN 1451 in single dot characters (size 5 x 7 or 9 x 13)

**Drive of the marking pin**

Electromagnetic

**Available characters**

Numbers 0 - 9, capital letters / small letters A - Z; a-z; various punctuation marks. , / etc.

**Interface**

USB-A, USB-B, Ethernet

**Height tolerance compensation**

Up to max. 5 mm (constant marking depth also on uneven surfaces)

**Weight**

2.4 kg incl. battery

**Battery capacity**

2.0 Ah 18V (Lithium-Ion) 5.2 Ah 18V (optional)

**Marking force**

30 possible force settings (constant impact performance through the complete battery runtime)

**Delivery**

- Marking System FlyMarker® mini 65/30
- 2x battery 18V/2.0 Ah
- 1x charger
- Phrases stop
- Carrying case
- Adjustment tools
- Operating manual

---

**TECHNICAL SPECIFICATIONS**

**Marking area (x/y)**

65 x 30 mm

**Available character heights**

1.0 to 29.9 mm

**Fonts**

Medium spaced lettering similar to DIN 1451 in single dot characters (size 5 x 7 or 9 x 13)

**Drive of the marking pin**

Electromagnetic

**Available characters**

Numbers 0 - 9, capital letters / small letters A - Z; a-z; various punctuation marks. , / etc.

**Interface**

USB-A, USB-B, Ethernet

**Height tolerance compensation**

Up to max. 5 mm (constant marking depth also on uneven surfaces)

**Weight**

2.4 kg incl. battery

**Battery capacity**

2.0 Ah 18V (Lithium-Ion) 5.2 Ah 18V (optional)

**Marking force**

30 possible force settings (constant impact performance through the complete battery runtime)

**Delivery**

- Marking System FlyMarker® mini 65/30
- 2x battery 18V/2.0 Ah
- 1x charger
- Phrases stop
- Carrying case
- Adjustment tools
- Operating manual

---

**Benefits at a glance**

- Attractive price-performance ratio
- Integrated controller (All-In-One)
- Integrated user-friendly keyboard mat with numeric keys
- Switchable LED lighting of the marking field
- Pollution protected electronics
- Drag chain guided electric cables
- Protected interfaces
- One or two-handed operation

**Marking area (x/y)**

65 x 30 mm

**Available character heights**

1.0 to 29.9 mm

**Fonts**

Medium spaced lettering similar to DIN 1451 in single dot characters (size 5 x 7 or 9 x 13)

**Drive of the marking pin**

Electromagnetic

**Available characters**

Numbers 0 - 9, capital letters / small letters A - Z; a-z; various punctuation marks. , / etc.

**Interface**

USB-A, USB-B, Ethernet

**Height tolerance compensation**

Up to max. 5 mm (constant marking depth also on uneven surfaces)

**Weight**

2.4 kg incl. battery

**Battery capacity**

2.0 Ah 18V (Lithium-Ion) 5.2 Ah 18V (optional)

**Marking force**

30 possible force settings (constant impact performance through the complete battery runtime)

**Delivery**

- Marking System FlyMarker® mini 65/30
- 2x battery 18V/2.0 Ah
- 1x charger
- Phrases stop
- Carrying case
- Adjustment tools
- Operating manual

---

**Marking area (x/y)**

65 x 30 mm

**Available character heights**

1.0 to 29.9 mm

**Fonts**

Medium spaced lettering similar to DIN 1451 in single dot characters (size 5 x 7 or 9 x 13)

**Drive of the marking pin**

Electromagnetic

**Available characters**

Numbers 0 - 9, capital letters / small letters A - Z; a-z; various punctuation marks. , / etc.

**Interface**

USB-A, USB-B, Ethernet

**Height tolerance compensation**

Up to max. 5 mm (constant marking depth also on uneven surfaces)

**Weight**

2.4 kg incl. battery

**Battery capacity**

2.0 Ah 18V (Lithium-Ion) 5.2 Ah 18V (optional)

**Marking force**

30 possible force settings (constant impact performance through the complete battery runtime)

**Delivery**

- Marking System FlyMarker® mini 65/30
- 2x battery 18V/2.0 Ah
- 1x charger
- Phrases stop
- Carrying case
- Adjustment tools
- Operating manual